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SOFTWARE RIP DE ALTO DESEMPENHO E FACIL MANUSEIO

R/.\sfer LiNK 5

Na&o significaria nada oferecer diversas fun¢des

em um software, se 0 mesmo fosse dificil de operar.
O software Raster Link foi desenvolvido para ser
operado facilmente, com uma ampla variedade

de novos recursos. O software RIP pode ser
utilizado por qualquer pessoa, englobando um

SOFTWARE RIP PARA SEPARACAO DE CORES [MODO 4/8 CORES]

Software RIP for Multi Color Separation

TxLink3 >

Cores Spot podem ser designadas para cada canal de cor.
Criagao de perfis ICC em CMYK + cores especiais
Substituicao de cores em arquivos ripados.

Grande variedade de fungdes de panelizacao,

incluindo repeticéo de faixas e layouts.

ESPECIFICACOES
Printhead On-demand piezo head (4 in-line printheads) S u penor in kJ Et teCh nOIOgy
Print resolution 360 dpi, 540 dpi, 720 dpi, 1,080 dpi . . . T
Maximum print width 1,940':nm (76,5 in) ° ° Mimaki’s superior inkjet technology accurately
n media width 1,950 mm (76.8 in) : : : :
Ink [Type/Color | Sb410 (B, M, Y, K, Lbl, Lm) places the ink droplets without losing their perfect
| Package size | 2L Ink pack circularity. This ensures that texts, lines, and edges
Media thickness 1.0 mm or less .
Rolled media weight 40kg (88 Ib) or less are clearly and sharply printed.
Certifications vcal clafs A, FCCclass A, ETL UL 6095‘0-1 . e %0 e
CE Marking (EMC, Low voltage, Machinery directive, and RoHS), 2 . " A =
CB, REACH, Energy Star, RCM w7 o I o8 *
B . x
Interface USB 2.0 Hi-speed / Ethernet 1000BASE-T 9 bt 4 g Y‘ e
Power supply Single-phase (AC 100 - 120V / AC 200 - 240 V) (
Power consumption AC100V:1.44kW/AC200V:1.92kW
Operational environment Temperature: 20 - 30 °C (68 - 86 F°) Humidity: 35 - 65% Rh (Non condensing)
Di ions (WxDxH) 3,200 x 850 x 1,857 mm (126 x 33.5x 73.1in)
Weight 213 kg (469.6 Ib) 4
- vﬁ
Product number Description Waveform control applied
Sublimation Blue SB410-BLT-2L 2,000 ml Ink pack .
transfer ink Magenta SB410-MT-2L ” W & |
$b410 Yellow SB410-YT2L " UL~ -
Black SB410-KT-2L " . ¥
Light blue SB410-LBT-2L v )
Light magenta SB410-LMT-2L &
Light black SB410-LKT-2L .
Fluorescent pink SB410-FPT-2L
Fluorescent yellow | SB410-FYT-2L
Washing Liquid cartridge C-FL003-Z-22-1-KA Washing liquid for head cleaning.
220 ml cartridge No waveform control
Washing Liquid cartridge C-FL003-Z-2L-1-SA Washing liquid for ink replacement.
4 colorink set (BI, M, Y, K) 6 colorink set (BI, M, Y, K, LBI, Lm)
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Draft

360x360; 1P, Bi
High-speed (1)
540x360; 2P, Bi
High-speed (2)
540x360; 3P, Bi

Standard (1)
720x720; 4P, Bi

Standard (2)
720x720; 6P, Bi
High-quality (1)
720x1,080; 9P, Bi
High-quality (2)
720x1,080; 12P, Bi

115 m?/h

80m?/h

55 m?/h

38 m’/h

m?/h

18 m?/h

14 m?/h

Distribuidor autorizado:

Rua Antonio Treis, 549
Bairro Vorstadt - Cep: 89015-400

° Blumenau - Santa Catarina
AllIe U Fore 47-3360-090
e-mail: contato@galileu.ind.br
TECNOLOGIA Web: www.galileu.ind.br

Draft
360x360; 2P, Bi

High-speed (1)
540x360; 4P, Bi
High-speed (2)
540x360; 6P, Bi

Standard (1) 20 m¥/h
720x720; 8P, Bi

Standard (2)

43 m’/h

29 m?’/h

. 14 m?/h
720x720; 12P, Bi |
High-quality (1) 10 m¥/h
720x1,080; 16P, Bi |
High-quality (2) 7 m¥/h

720x1,080; 24P, Bi
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